
145 EN series LARGE EYE HOOK101 EN series 

20

Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

Wire Rope Accessories

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

101 007 DS 0,8 101 010 E5 1,25 6 9,5 19 77 23 20 21 15 15 31 82 0,33

101 010 DS 1 101 015 E5 1,6 7 11 25 82 26 22 23 18 18 34 93 0,46

101 015 DS 1,6 101 020 E5 2,5 8 13 27 94 27 23 27 23 23 38 105 0,75

101 020 DS 2 101 030 E5 3,2 10 15 32 106 31 27 31 23 24 42 121 1,05

101 030 DS 3,2 101 045 E5 5,4 13 18 38 132 40 35 37 30 34 50 146 1,90

101 050 DS 5 101 070 E5 8 16 23 51 165 51 43 49 37 37 62 187 3,95

101 075 DS 7,5 101 110 E5 11,5 19 29 64 198 58 53 60 43 46 75 230 7,20

101 100 DS 10 101 150 E5 16 22 33 70 222 66 58 67 52 57 84 255 10,20

101 150 DS 15 101 200 E5 22 26 41 89 283 87 78 80 64 65 110 320 20,50
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THE ART OF MAKING HOOKS

ABS and OFF-SHORE configurations 

Lifting 
and WIRE ROPE
ACCESSORIES

D E S I G N

A S S E S S E D

Design and forging process approved by ABS on demand.	
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best seller!



Wire Rope Accessories

121 EN series 521 EN series 

2221

SHANK HOOK MACHINED SHANK HOOK

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Code WLL
t.

Code WLL
t.

A
mm

B
mm

C
mm

D
mm

D1
mm

E
mm

F
mm

Code WLL
t.

Code WLL
t.

A
mm

B
mm

C
mm

D
mm

D1
mm

E
mm

F
mm

G
mm

H
mm

L
mm

121 007 DS 0,8 121 010 ES 1,25 6 15 49 77 24 20 21 15 15 31 59 0,35

121 010 DS 1 121 015 ES 1,6 7 17 57 82 26 22 23 18 18 34 67 0,50

121 015 DS 1,6 121 020 ES 2,5 8 19 64 94 27 23 27 23 23 38 73 0,78

121 020 DS 2 121 030 ES 3,2 10 23 69 106 32 27 31 23 24 42 82 1,10

121 030 DS 3,2 121 045 ES 5,4 13 29 81 132 40 35 37 30 34 50 101 2,05

121 050 DS 5 121 070 ES 8 16 36 92 165 51 43 49 37 37 62 126 3,90

121 075 DS 7,5 121 110 ES 11,5 19 43 101 198 58 53 60 43 46 75 157 7,00

121 100 DS 10 121 150 ES 16 22 48 112 222 66 58 67 52 57 84 167 9,65

121 150 DS 15 121 200 ES 22 26 59 135 283 87 78 80 64 65 110 210 18,50

- - 121 300 ES 31,5 32 85 244 339 97 87 94 80 80 120 250 37,50

521 007 DS 0,8 521 010 ES 1,25 6 M12 12 29 88 20 17.5 19 0,30

521 010 DS 1 521 015 ES 1,6 7 M16 17 42 109 22 25 24 0,48

521 015 DS 1,6 521 020 ES 2,5 8 M18 18 48 121 23 29 27 0,70

521 020 DS 2 521 030 ES 3,2 10 M20 20 50 132 27 29 30 1,05

521 030 DS 3,2 521 045 ES 5,4 13 M24 25 62 163 35 37 36 1,80

521 050 DS 5 521 070 ES 8 16 M30 30 75 201 43 44.5 46 3,80

521 075 DS 7,5 521 110 ES 11,5 19 M36x3 40 86 242 53 48.5 55 6,72

521 100 DS 10 521 150 ES 16 22 M42x3 45 101 268 58 58 65 9,95

521 150 DS 15 521 200 ES 22 26 M52x3 55 117 327 78 62.5 80 17,60

- - 521 300 ES 31,5 32 M64x4 65 145 395 87 78 100 33,50
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Wire Rope Accessories

Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

Reinforced spring and thick plate safety latch, perfect fit.	
	

	

	

	

best seller in u.s.A.

Special thread and nut on demand.	
	



Wire Rope Accessories

167 EN series 168 EN series 

2423

SWIVEL HOOK 
(no underload)

SWIVEL HOOK 
(underload-light duty)

NEW

Wire Rope Accessories

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Code WLL
t.

Code WLL
t.

A
mm

B
mm

C
mm

D
mm

D1
mm

E
mm

F
mm

H
mm

L
mm

M
mm

N
mm

P
mm

R
mm

Code WLL
t.

Code WLL
t.

A
mm

B
mm

C
mm

D
mm

D1
mm

E
mm

F
mm

H
mm

L
mm

M
mm

N
mm

P
mm

R
mm

168 007 DS 0,8 168 010 ES 1,25 6 10 34 77 24 20 21 15 31 133 38 63 39 12,5 0,75

168 010 DS 1 168 015 ES 1,6 7 10 33 82 26 22 23 18 34 140 38 63 39 12,5 1,00

168 015 DS 1,6 168 020 ES 2,5 8 12,5 42 94 27 23 27 23 38 163 47 79 48 16 1,40

168 020 DS 2 168 030 ES 3,2 10 12,5 40 106 32 27 31 23 42 172 47 79 48 16 1,66

168 030 DS 3,2 168 045 ES 5,4 13 15 50 132 40 35 37 30 50 213 58 96 60 19 3,65

168 050 DS 5 168 070 ES 8 16 17,5 65 165 51 43 49 37 62 266 72 120 70 24 5,87

168 075 DS 7,5 168 110 ES 11,5 19 22 68 198 58 53 60 43 75 310 82 136 82 27 9,75

168 100 DS 10 168 150 ES 16 22 24 84 222 66 58 67 52 84 352 92 154 92 31 15,30

168 150 DS 15 168 200 ES 22 26 29 107 283 87 78 80 64 110 434 115 191 108 38 26,50

- - 168 300 ES 31,5 32 34 117 339 97 87 94 80 120 512 132 222 132 45 50,00

167 007 DS 0,8 167 010 ES 1,25 6 8 27 77 24 20 21 15 31 116 31 51 30 10 0,47

167 010 DS 1 167 015 ES 1,6 7 10 33 82 26 22 23 18 34 140 38 63 39 12,5 1,00

167 015 DS 1,6 167 020 ES 2,5 8 12,5 42 94 27 23 27 23 38 163 47 79 48 16 1,40

167 020 DS 2 167 030 ES 3,2 10 12,5 40 106 32 27 31 23 42 172 47 79 48 16 1,66

167 030 DS 3,2 167 045 ES 5,4 13 15 50 132 40 35 37 30 50 213 58 96 60 19 3,65

167 050 DS 5 167 070 ES 8 16 17,5 65 165 51 43 49 37 62 266 72 120 70 24 5,87

167 075 DS 7,5 167 110 ES 11,5 19 22 68 198 58 53 60 43 75 310 82 136 82 27 9,75

167 100 DS 10 167 150 ES 16 22 24 84 222 66 58 67 52 84 352 92 154 92 31 15,30

167 150 DS 15 167 200 ES 22 26 29 107 283 87 78 80 64 110 434 115 191 108 38 26,50

- - 167 300 ES 31,5 32 34 117 339 97 87 94 80 120 512 132 222 132 45 50,00
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Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

Off-shore and security application on demand.	
	

	

	

	

Standard bearings for most common applications.	
Swivel hooks are delivered in matt red, 	
the distinctive ELD colour.	
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best seller!



Wire Rope Accessories

169 EN series 145 EN series 

2625

Fatigue tested 
Applied norm EN 1677-1

SWIVEL HOOK 
underload-HeAVY duty

RAMSHORN SWIVEL HOOK 
underload

Wire Rope Accessories

Carbon steel
Grade 4

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Alloy steel
 Grade 8

Size Dimensions Weight
kg

Code WLL
t.

A
mm

B
mm

C
mm

D1
mm

E
mm

F
mm

L
mm

M
mm

N
mm

P
mm

R
mm

Code WLL
t.

Code WLL
t.

A
mm

B
mm

C
mm

D
mm

D1
mm

E
mm

F
mm

H
mm

L
mm

M
mm

N
mm

P
mm

R
mm

145 045 ES 5,4 2,5-V 15 50 208 32 50 40 250 58 96 60 19 9,00

145 070 ES 8 4-V 17,5 65 238 36 60 48 293 72 120 70 24 13,00

145 110 ES 11,5 4-V 22 68 238 36 60 48 304 82 136 82 27 14,00

145 150 ES 16 6-V 24 84 301 45 75 60 371 92 154 92 31 23,00

145 200 ES 22 8-V 29 107 337 50 85 67 445 115 191 108 38 35,00

145 300 ES 31,5 10-V 34 117 377 56 95 75 485 132 222 132 45 60,00

169 050 DS 5 169 070 ES 8 16 17,5 65 165 51 43 49 37 62 266 72 120 70 24 5,87

169 075 DS 7,5 169 110 ES 11,5 19 22 68 198 58 53 60 43 75 310 82 136 82 27 9,75

169 100 DS 10 169 150 ES 16 22 24 84 222 66 58 67 52 84 352 92 154 92 31 15,30

169 150 DS 15 169 200 ES 22 26 29 107 283 87 78 80 64 110 434 115 191 108 38 26,50

- - 169 300 ES 31,5 32 34 117 339 97 87 94 80 120 512 132 222 132 45 50,00
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Fatigue tested
Grade 4, applied norm EN 1677-5
Grade 8, applied norm EN 1677-2 

Meets ASME B30.10

D E S I G N

A S S E S S E D

Heavy bearings for severe environment applications.	
	

	

	

	

Greasing nipple on demand.	
Swivel components require regular lubrication according 
to the service performed.	
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Plain swivel

underload-LIGHY duty

NO underload

Wire Rope Accessories

113 EN series 

27

Fatigue tested 
Applied norm EN 1677-1

Fatigue tested 
Applied norm EN 1677-1

SWIVEL BASKET

Wire Rope Accessories

013 010 EN 1,25 6 40 31 10 65,5 8 30 12,5 M12 0,16

013 020 EN 2 (7)8 50 38 12,5 87 10 39 17,25 M16 0,35

013 030 EN 3,2 10 62 47 16 106 12,5 48 20,5 M20 0,68

013 045 EN 5,4 13 75 58 19 131 15 60 25,5 M24 1,30

013 070 EN 8 16 95 72 24 164 17,5 70 30,5 M30 2,20

013 110 EN 11,5 19 106 82 27 181 22 82 40,5 M36x3 3,23

013 150 EN 16 22 127 92 31 216 24 92 45,5 M42x3 5,50

013 200 EN 22 26 159 115 38 264 29 108 55,5 M52x3 8,90

013 300 EN 31,5 32 188 132 45 312 34 132 66 M64x4 16,50

Code WLL B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

Hole
mm

Thread
mm

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Code

      no underload                  underload

WLL
t.

  A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

 

117 015 EZ 118 015 EZ 2 (7) 8 63 31 38 12,5 149 174 39 1,00

117 030 EZ 118 030 EZ 3,2 10 79 40 47 16 180 212 48 1,50

117 045 EZ 118 045 EZ 5,4 13 96 50 58 19 224 262 60 3,30

117 070 EZ 118 070 EZ 8 16 120 65 72 24 280 328 70 6,28

117 110 EZ 118 110 EZ 11,5 19 136 68 82 27 308 362 82 8,00

117 150 EZ 118 150 EZ 16 22 154 84 92 31 370 432 92 13,20

117 200 EZ 118 200 EZ 22 26 191 107 115 38 447 523 108 22,20

117 300 EZ 118 300 EZ 31,5 32 222 117 132 45 527 617 132 38,20

C

B

E

F

G

D

E F
D

GB

C

A

Alloy steel
 Grade 8

Chain 
mm

Dimensions Weight
kg

Delivered zinc plated.	
Different surface finishing processes are always available 	
for special batches.	
	
	
	

Raw drilled or with thread.	
	

best seller in marine
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BOW SHACKLE screw pin

BOW SHACKLE safety bolt

Wire Rope Accessories

112 series 

29

SLIDING CHOKER HOOK

Wire Rope Accessories

Code WLL
t.

Dimensions
(Tolerances: up 1t to 2 t ± 1; up 3,25t to 25t ±2,5; more  ±3)

Weight
kg

         screw pin                      safety bolt  A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

 122 123

122 010 SP 123 010 SB 1 10 11 23 17 36,5 26 0,13 0,15

122 015 SP 123 015 SB 1,5 11 12 26 18,5 43 29 0,21 0,23

122 020 SP 123 020 SB 2 13,5 16 34 22 51 32 0,34 0,35

122 032 SP 123 032 SB 3,25 16 19 40 27 64 43 0,63 0,73

122 047 SP 123 047 SB 4,75 19 22 47 31 76 51 1,00 1,10

122 065 SP 123 065 SB 6,5 22 25 53 36 83 58 1,58 1,70

122 085 SP 123 085 SB 8,5 25 28 60 43 95 68 2,22 2,42

122 095 SP 123 095 SB 9,5 28 32 67 47 108 75 3,30 3,66

122 120 SP 123 120 SB 12 32 35 74 51 115 83 4,34 5,02

122 135 SP 123 135 SB 13,5 35 38 80 57 133 92 6,12 6,60

122 170 SP 123 170 SB 17 38 42 89 60 146 99 7,70 8,80

122 250 SP 123 250 SB 25 45 50 104 74 178 126 13,00 15,00

Alloy steel
 Grade 8

Size Wire 
rope

Dimensions Weight
kg

Code WLL
t.

inches mm A
mm

B
mm

C
mm

D
mm

E
mm

F
mm

G
mm

H
mm

 

112 015 E5 1,5 3/8”-1/2” 10÷13 16 76 50 24 21 24 132 24 0,70

112 020 A5 2 5/8” 14÷16 20 78 62 27 24 29 147 25 0,95

 112 030 A5 3 3/4” 17÷18 25 103 70 34 30 36 178 33 2,00

112 050 A5 5 7/8”-1” 19÷25 32 128 80 43 41 45 210 40 3,44

C
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H
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E

Ø
B

Ø
A

D

F

Meets US Fed. Spec. RR-C-271
 Proof test 100%

Meets ASME B30.10 Perfect for forestry as well.	
	

Strictly controlled!	
	
	
	



Wire Rope Accessories

Applied norm EN 474-1

700 052 00 C201 1 25 29 106 69 77 30 21 4 0,72

700 053 00 C202 2 29 40 132 85 92 35 25 4 1,20

700 054 00 C203 3 29 40 134 85 100 35 25 6 1,37

700 055 00 C204 4 34 50 180 113 128 42 37 6 2,86

700 056 00 C205 5 34 56 187 113 133 44 39 6 3,00

700 057 00 C206 6 38 60 200 123 141 50 40 8 3,64

700 058 00 C208 8 44 67,5 252 153 170 60 45 8 7,20

700 151 00 C210 10 44 68 262 160 170 65 49 8 7,42

700 059 00 C218 18 54 75 290 178 186 80 49 10 10,93

 B1
mm

M
mm

L
mm

L1
mm

H
mm

B
mm

ø D1
mm

A
mm

Code Size WLL
t.

Dimensions Weight
kg

U series 

32

WELD-ON BUCKET HOOK 
type U

3232

C series 

31

WELD-ON BUCKET HOOK 
type C

Wire Rope Accessories

Applied norm EN 474-1

700 060 00 U200 0,5 20 18  95 87 63 23 20 4 0,44

700 061 00 U201 1 21 22 105 99 75 25 23 4 0,59

700 062 00 U202 2 23 29 123 109 86 30 27 4 1,03

700 063 00 U203 3 29 30 145 133 101 35 31 6 1,92

700 064 00 U204 4 30 32 152 142 107 35 31 6 2,09

700 065 00 U206 6 35,5 45 205 185 127 40 40 8 3,77

700 066 00 U208 8 40 46,5 216 205 139 50 40 8 5,33

 B1
mm

M
mm

L
mm

L1
mm

H
mm

B
mm

ø D1
mm

A
mm

Code Size WLL
t.

Dimensions Weight
kg

Patented Pejo hook made in Sweden.	
The brand that has created a worldwide standard.	

Patented Pejo hook made in Sweden.	
The brand that has created a worldwide standard.	
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